
Wet Rod mill

Description:

Rod mill is a grinding equipment with steel rod as medium

Wet rod mills include overflow rod mill, end peripheral discharge rod mill and center

peripheral discharge rod mill, which could meet different requirements.

Rod mill is usually selected in order to prevent over-grinding in gravity or magnetic

separation plant of tungsten tin and other rare metals mine;
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In two stages grinding, the capacity of rod mill in the first stage grinding is larger than

that of ball mill;

In some cases, rod mill can replace short head cone crusher.

Feature:

1:The steel rod takes regular movement in the rod mill;

2:It is convenient to install and maintain;

3:Rapidly discharging;

4:Even particle size of product, less over-grinding.

TECHNICAL PARAMETERS

Model

Shell
rotation
speed
r/min

Max ball
load
t

Feeding
size
mm

Capacity
t/h

Motor Overall dimension
L×W×H

mm

Weight
kgModel

Power
Kw

Φ900×1200 41.6 1.1 25 0.3~0.9 Y180L-8 11
3843×1850×

1400
4210

Φ900×2100 41.6 1.8 25 0.6~1.5 Y180L-6 15
4743×1850×

1400
6660

Φ900×3300 41.6 2.8 25 0.9~2.3 Y225M-6 30
5943×1850×

1400
7770

Φ1200×2400 35.1 4.0 25 1.6~4.1 Y280S-8 37
5540×2300×

1850
10020

Φ1200×2800 35.1 4.6 25 1.9~4.8 Y280M-8 45
5940×2300×

1850
10935

Φ1200×3200 35.1 5.3 25 2.2~5.5 Y280M-8 45
6340×2300×

1850
11230

Φ1200×4400 35.1 7.3 25 3.0~7.5 Y135S-8 55
7540×2300×

1850
13210

Φ1300×2400 30.2 4.5 25 1.5~3.5 Y280S-8 37 5035×2370× 10210



1880

Φ1300×2800 30.2 5.2 25 2.0~4.5 Y280M-8 45
5435×2370×

1880
11290

Φ1300×3400 30.2 6.5 25 2.2~5.0 Y280M-8 75
6035×2370×

1880
13117

Φ1500×3000 30.7 9.0 25 3.5~8.0 JR125-8 80
7430×2930×

2060
16843

Φ1500×3600 30.7 11.0 25 4.5~10.0 JR126-8 95
8030×2930×

2060
18649

Φ1500×4000 30.7 11.11 25 4.8~10.5 JR126-8 110
9030×2930×

2060
19103

Φ1500×4200 30.7 12.5 25 5.0~11.0 JR126-8 110
8630×2930×

2060
19330

Φ1500×4500 30.7 13.5 25 5.5~13.5 JR127-8 130
8930×2930×

2060
20000

Φ1830×3000 25.04 13.0 25 3.0~17.0 JR128-8 130 8456×3654×2250 29490
Φ1830×3400 25.04 14.0 25 3.3~20.0 JR128-8 155 8856×3654×2250 30390
Φ1830×3600 25.04 15.0 25 4.0~21.5 JR128-8 155 9056×3654×2250 31600
Φ1830×4000 25.04 17.0 25 4.5~24 JR128-8 155 9456×3654×2250 32700
Φ1830×4200 25.04 18.0 25 5.5~25.0 JR136-8 180 9656×3654×2250 33490
Φ1830×4500 25.04 19.0 25 5.2~26.0 JR136-8 180 9856×3744×2560 34210
Φ1830×5600 25.04 21.9 25 7~35 JR138-8 245 10956×3754×2250 39290
Φ1830×6400 25.04 27.0 25 8.0~40.0 JR137-8 210 10220×3754×2250 42440
Φ1830×7000 25.04 27.3 25 8.5~45.0 JR138-8 320 10820×3754×2250 45590
Φ2100×2200 23.8 15.0 25 3.0~22.0 JR127-8 155 7775×4060×3400 38793
Φ2100×3000 23.8 20.0 25 4.0~30.0 JR136-8 180 8475×4060×3400 41965
Φ2100×3500 23.8 20.7 25 4.5~35.0 JR136-8 180 8820×4060×3400 44120
Φ2100×3600 23.8 21.0 25 5.0~37.0 JR137-8 210 9225×4060×3400 44551
Φ2100×4000 23.8 22.0 25 5.2~39.0 JR138-8 245 9475×4060×3400 46697
Φ2100×4500 23.8 23.8 25 5.2~40.0 JR138-8 245 9975×4060×3400 47000
Φ2100×5500 23.8 25 25 5.5~40.5 JR138-8 320 11135×4060×3400 50000
Φ2100×6000 23.8 28.5 25 5.8~40.5 JR138-8 380 11965×4060×3400 52000

Application:



wet grinding ball mill ship to gold plant
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